1. Create PVC
[menu] [atm] -> [phonebook]
· [add] (
name = pvc_internet

addr = 0.33 (
ok

2. Create atm

[Menu] [atm] -> [ifadd]  (
Intf = atm_internet  (
OK
[Menu] [ifconfig]

Intf = atm_internet


Dest = pvc_internet


Qos = default


Encapsulation = llc


Retry= 10


fsc = disabled


ulp = mac

ok

[ifattach]


intf=atm_intenet

3. config QOS
[menu] [ipqos] 

[config]


Dest = pvc_internet


State = enabled


Discard = early


Priority = wfq

[queue] [config]


dest = pvc_internet


queue = 1


askfiltering = enabled

4. Config ETH

[menu] [eth]

[Ifadd]


Intf = ethoa_internet

[ifconfig]


Intf = ethoa_internet


Dest = atm_internet


Rery = 10


Vlan = default 

[ifattach]


Intf = ethoa_internet

[menu] [ip]

[ifadd]


intf = internet


dest = ethoa_internet


[ifconfig]


Itnf = internet


Mtu = 
1500


Status = up


mac = 00:14:7f:23:2A:AE


group=wan


linksensivity = enabled


primary = enabled


mcastpromisc = disabled


ifattach intf = internet
5. config IP (optional)

[ip][ipadd] [ifconfig]

intf = internet


addr = ipadrres

netmask = 24

addroute = disabled

[ifattach]


Intf = internet


OK

[ip] [rtadd]


dest = 0.0.0.0


dstmask = 0.0.0.0 


label = default


gateway = ipadress


intf = internet


srcint = LocalNetwork


metric = 1

6. config DNS

[menu] [dns] [client] -> [dnsadd]


Addr = 212.0.200.2


Port = 53

[config]


Timeout = 5


Rery = 4


Search = enabled


Trace = disabled
7. DHCP clent Config 

[menu] [DHCP] [client] [ifadd]

Intf=air

[ifconfig]

intf = air


label = default


metric = 1


dnsmetric = 1


broadcast  = enabled

[rqoption] [add]


Intf = air


Option = subnet_mask

[rqoption] [add] 


intf = air


option = default_radress


[rqoptions] 

intf = air 


option = domain_name servers

[ifattach]


Intf = air

8. Config NAT
[menu] [nat]


Nat = enabled

[nat] [mapadd] 


Intf = internet


Type = nat


Outside addr = ipstatic


Inside = 0.0.0.0

9. Config DNS Server

[menu] [dns] [server] [config]
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